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Application range 

 > ��Fastening�profiled�steel�sheets�and�sandwich�panels�to�steel�
substructures

 > Suitable�for�replacing�screws�with�diameter�5.5�mm�and� 
6.3�mm

Properties

 > A2�stainless�steel�with�hardened�thread�forming�zone
 > Stainless�steel�sealing�washer
 > Pre-assembled�sealing�washer

Self-tapping�screw�JZ5-8.0

Order description
Length 
[mm]

Clamping thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

Sealing washer E22, Ø 22 mm

JZ5-8.0x60 E22 60 0 – 43 250 3190653311 4061245062600

JZ5-8.0x80 E22 80 16 – 63 100 3190853311 4061245062617

JZ5-8.0x100 E22 100 36 – 83 100 3191053311 4061245062624

JZ5-8.0x150 E22 150 86 – 133 100 3191553311 4061245062631

Applications

Technical specifications

1/min
max. 400

E22

SW13
mm

8.0

Certifications

ETA-10/0200 ETA-13/0177 

Product online

Z-14.4-901

Cross references 

Socket�wrench�insert�AF3/8“�  
Cordless�screwdriver�ASCS�6.3�� � 
Orkan�storm�washers�  
Drill�bit�HSS�� � 
Drill�hole�chart��  

https://www.ejot.de/p/JZ5-8_0?qr=0003

